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TF coil & power supplyAbstract

C1st=

21.8mF/10kV LTF=0.6mH

RTF=6.2m

C2nd=1550mF

Ig1

RCR0.1~5m

R1st~1m/0.01mH?

R1st=2m/0.01mH?

Ig2

Diode

1 13p

6p,160 3PJA300

W=40mm,

t= mm,

L~7m

R=1mOhm

TF coil

LTF=0.6mH

RTF=6.2m

L~4.7m

R=1.7mOhm

/4x2~0.8 mOhm

x 4

L~4.2m(0.84mOhm/4
x2=0.42mOhm) 

x 4

x 4
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7-IgC4-Ig

L~7.6m(1.7mOhm
/4x2~0.8mOhm) 

12E

12A

12F

12B10kV/9.8mF 

1-Ig

TF 1st

10kV/4mF x3 

x 4

x 3

L~4.4m(0.79mOh
m/3x2~0.5mOhm) 

0.4(0.5)kV/500mF 

0.5kV/450mF

0.5kV/600mF 

TF 2nd

TF Start

TF 2nd 
crowbar

1603PJA300 

3kV/1.6kA

-32kA/5.1MA^2sec

L~1.6m(0.38
mOhm/4x2 
=0.19mOhm) 

25mOhm/13~2mOhmを各Igに追加 
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7.2 m
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6.55 m

Charger
V
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Charger

400

5.2k

1M

510

400

40 || 30 

10 k

1 M
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